




Carrier Installation:
PRO TIP: Install all bolts loosely at �rst and adjust to desired postion - then torque to listed spec once system is completely built.
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AERO CARBON WING CARRIER INSTRUCTIONS

STEP 10: TORQUE ALL BOLTS TO PROPER SPECIFICATIONS
PRO TIP: Torquing bolts will keep your carrier secure and help prevent botte
ejection.  Bolt torques should be checked once every 3 months.

�����������������

�����������������

������������������

 

PRO TIP: CFD testing shows that the most aerodynamic position is where the carbon
beam is parallel with the ground.  

STEP 9: DETERMINING BEAM ROTATION

Angled saddle rails Nose down saddle
position

WARRANTY

AERO CARBON WING BEAM -  Limited Lifetime

See Website for Details

GORILLA CAGE -  Limited Lifetime

XENON CAGE - 3 Years

The Aero Carbon Wing is designed to work best with our Gorilla or Xenon Cages. 
If you are using different cages, please use your cage’s installation instructions. 

Install XENON Cage (Repeat for other side)

STEP 12: CAGE INSTALLATION:

Install GORILLA Cage (Repeat for other side)
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CAGE ARMS AND RAIL BRACKET - 1 Year Limited
Rev 9.25

The cage arms have two cage positions, a high position and a low position.
Choose the position that gives you the easiest access to your bottles.

STEP 11: HEIGHT ADJUSTMENT

High Low


