
CARBON SONIC WING CARBON SONIC WING

TOOLS REQUIRED.

  

4mm non-ball ended Allen wrench. 
5mm non-ball ended Allen wrench.
8mm open wrench. 
10mm open wrench.

NOTE
DO NOT MOVE CAGE SCREWS 
FOR 24 HOURS while Loctite hardens.
If screws are removed, add one drop of blue Loctite 242 to each screw.

 

ASSEMBLY OF CHASSIS LEFT SIDE. (Figure 2)

 

Pass a 5mm screw through a 5mm plain washer, the top hole in the bottle cage, hole ‘A’ in the
chassis, the eyelet in an 
angle you would like to have your bottle cages at and note which of the 5 ‘B’ holes you want to use. For the hole ‘B’ repeat the same assembly sequence
as for the top hole. Hand tighten. Your unit should now look like 

STEP 2 ASSEMBLY OF CHASSIS RIGHT SIDE.  
1. Pass a 5mm’s screw through a 5mm plain washer, the top hole of your second bottle cage and through the top hole ‘A’ of the chassis’ right side and 
thread into the top silver stabilizer you just assembled to the left side. It helps to use a non-ball ended Allen wrench to guide the screw. Hand tighten. 
2. Repeat with the screw through the lower hole in the bottle cage. Hand tighten. Your unit should now look like Figure 2.

STEP 3 ATTACHMENT TO SEAT POST. 
1. If the seatpost clamp is in the rear hole of the seatpost, then 
remove the clamp, install the CARBON SONIC per the instructions    
below and then reinstall the seatpost clamp. Place the CARBON SONIC

astride the seat post, and place a 6mm Allen screw through the ‘C’ 
hole on the right side of the chassis, the seat post, and the left side  
of the chassis. Add a 6mm washer and Lock nut nut. Hand tighten. 
2. Next decide the angle you want to mount the carrier at and which of 
the 3 ‘D’ holes you want to use. For the hole ‘D’ repeat with the final
6mm screw in the same sequence as the first. Hand tighten. Your unit should now look like Figure 3.

TIGHTEN ALL SCREWS.  
VERY IMPORTANT. Firstly tighten the 6mm screws to 30 in.lbs of torque. Next tighten the four 5mm screws to 30 in.lbs (3.4 Nm) of torque. Otherwise the 
assembly may loosen. 

MAINTENANCE. 
Frequently check that all screws are tight. 
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STEP 1 ASSEMBLY OF CHASSIS LEFT SIDE
1. Pass a 5mm red Loctited bolt through a plain washer, the top hole in the bottle cage, hole ‘A’ in the chassis, the 
eyelet in the X-STRAP (if you plan on attaching a MINI or MEZZO bag to the back) and thread into a silver 
stabilizer. Hand tighten (Figure 1)
2. Select the angle you would like to have your bottle cages at and note which of the set of 5 hole ‘B’ you want to use. 
(Note: if you decide to use the 3rd, 4th or 5th hole from the back, the lower X-STRAP will be too short to reach 
around a bag. If this is the case use the extra bolt set and install it in the second hole from the back on the right 
side of the chassis.) Thread washer on a 5mm red Loctited bolt. Pass bolt through bottom hole in bottle cage, your Hole 
B choice in the chassis, the eyelet in the X-STRAP and into the 2nd stabilizer. Hand tighten.

IMPORTANT:
PLEASE COMPLETELY UNDERSTAND ALL USER INSTRUCTIONS AND SAFETY INFORMATION BEFORE USING THIS PRODUCT. AS WITH ANY HI TECH PRODUCT
YOU WILL NEED TO ROUTINELY CHECK FOR LOOSE HARDWARE, CRACKS OR OTHER DAMAGE AND REPLACE ITEMS AS NECESSARY.
DO NOT USE PRODUCT IF ANY OF THESE CONDITIONS EXIST. 

Installation video online at www.xlab-usa.com/carbon-sonic

WARRANTY
CARBON SONIC WING – Limited Lifetime
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