
DELTA 300DELTA 300

TOOLS REQUIRED:
5mm non-ball ended Allen wrench
10mm non-ball ended Allen wrench
Torque wrench

USER INSTRUCTIONS AND IMPORTANT SAFETY INFORMATION
IMPORTANT: Please completely understand all user instructions and safety information before using this product.

INSTALLATION INSTRUCTIONS
For use on seatposts with two 6mm holes located on the back, as found on the QR PR6, Cervélo™ 2013 and older P2, 2012 and older 
P3, and all P4. The DELTA 300 comes standard with an XLAB GORILLA XT pre-installed.

You have three sets of holes to choose from that will allow you to bring the carrier and cage fore and aft. 
1. Once you choose your desired set of holes, insert one M6x20 mm Socket Head screw through an M6 Flat washer. Next place the 
    screw through the top hole of the DELTA 300 and through the seatpost and out the other side of the DELTA 300. 
2. Using your �ngers, squeeze the sides of the carrier together against the seatpost, then place a M6 nylon insert lock nut on the end 
    of the M6x20 mm socket head screw and hand tighten. 
3. Repeat the same step for the corresponding bottom hole of the DELTA 300. 
4. Using a Torque Wrench and 10mm open end wrench, tighten each M6 screw to 60 in lbs (6.77 Nm) of torque. 

Your DELTA 300 should now be secure and ready to use.

*For installation of MULTI-STRIKE REPAIR HOLDER use M5x20mm screws and refer to MULTI-STRIKE REPAIR 
HOLDER instructions.

MAINTENANCE
As with any high-tech racing gear, you need to routinely check for loose hardware, cracks or other damage and replace as required.
The GORILLA XT cage is attached with M5x15mm Socket Head screws with Loctite™. If you remove the cage at any time, 
reapply Loctite™ to the screws before re-using.  

WARRANTY
The GORILLA XT cage comes with a limited lifetime warranty.
The DELTA 300 chassis comes with a 2 year limited warranty.

Thank you very much for your business, we really appreciate it. If you have any comments on this product please contact us at 
info@xlab-usa.com

M5x20mm Socket Head screw

M5x15mm Socket Head screw

M6x20mm Socket Head screw
M5 Steel Flat washer 

M6 Flat washer

M6 Nylon Insert Lock Nut
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