
PARTS INCLUDED

MINI WING 105 INSTRUCTIONS
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5 m5 Internal Tooth Washer x4

IMPORTANT:
PLEASE COMPLETELY UNDERSTAND ALL USER INSTRUCTIONS AND SAFETY INFORMATION BEFORE USING THIS PRODUCT. AS WITH ANY HIGH TECH PRODUCT YOU WILL NEED TO 
ROUTINELY CHECK FOR LOOSE HARDWARE, CRACKS OR OTHER DAMAGE AND REPLACE ITEMS AS NECESSARY. DO NOT USE PRODUCT IF ANY OF THESE CONDITIONS EXIST.

TOOLS REQUIRED

Torque Wrench
1.7 - 4.0 NM

4mm
Hex Socket

3mm
Hex Socket

SCAN QR CODE FOR MORE INFORMATION ON THE 
MINI WING 105 

www.xlab-usa.com

COMPATIBILITY
BEFORE CONTINUING, PLEASE SCAN QR CODE TO CONFIRM
SYSTEM COMPATIBILITY WITH YOUR SADDLE.  IF YOU DON’T
SEE YOUR SADDLE LISTED STOP INSTALLATION PROCESS. NEW
SADDLES ARE CONSTANTLY BEING ADDED.  PLEASE CALL US AT
760-735-3215 (8:30am - 4:30pm PST M-F) FOR INSTALLATION
RECOMMENDATIONS. 

Bevelled Washers x23

STEP 1: TEST FIT THE SADDLE RAIL MOUNT TO SADDLE 

INSTALLATION

6 m5 Hex Nut x4

Nylon Spacers x4

m5 Rail Bolt

Saddle Rail Mounts x22

9

1 XENON Cage x2

7 m5x25 Button Head Bolt x4

4 m5x18 Button Head Bolt x4

Place the saddle rail mount against the saddle rail in the position you wish
to use. 

If your setup looks like the image below - use Option 1: Standard Fit.

IMPORTANT: The Mini Wing 105 mounts onto the vertical rail section of your saddle.  Avoid
positioning on the rail corner as the system will not �t properly and may cause
system movement and bottle ejection. 

Rail Corner

Vertical Rail
Section

If your setup looks like either of the images below, the mount touches the back
of the saddle or the cage (once installed) will touch the saddle - use
Option 2: Extended Fit.
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Warranty
MINI WING 105 
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MINI WING 105 INSTRUCTIONS

3 year limited

STEP 4: TORQUE ALL BOLTS TO PROPER SPECIFICATIONS
PRO TIP: Torquing bolts will keep your carrier secure and help prevent bottle
ejection.  Bolt torques should be checked once every 3 months.
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STEP 2: ATTACH XENON CAGE TO SADDLE RAIL MOUNT
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Option 1: Standard �t

Option 2: Extended Fit
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Press into Saddle 
Rail Mount to keep
Hex Nut from spinning
while torquing to spec.

STEP 3: MOUNT TO SADDLE RAIL

PRO TIP:

PRO TIP:

Cage Mount

Press into Saddle 
Rail Mount to keep
Hex Nut from spinning
while torquing to spec.
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IMPORTANT
Bevelled edge of 
bevelled washer must
be placed against
the sail rail for
secure �t. 

bevelled
edge

Bevelled
Washer

saddle rail
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There is enough space between each arm of the MINI WING 105 to install the MINI BAG as a
repair storage option.  A full MINI BAG requires at least 6.5cm (2.5in) between the
cages to properly install. 

Properly installed, your MINI BAG should look like Image 2
 

Properly installed, your MINI WING 105 shoud look like Image 1
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Warranty
MINI BAG Rev 2.24
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3 year limited

OPTIONAL: INSTALLING MINI BAG STORAGE

STEP 5: FINISHED

STEP 6: LOOSEN YOUR SADDLE RAIL MOUNTS

Image 1

Image 2

Image 3

A B

C D

Loosen your Saddle Rail Mounts and rotate them away from the seatpost. 
There is no need to remove them fully. 
 

STEP 7: INSTALL MINI BAG
Follow steps 7a-d below.
 

STEP 8: ROTATE SADDLE MOUNTS BACK AND TORQUE TO SPEC.
Rotate saddle mounts until they touch the sides of the MINI BAG.  Torque bolts to spec 
(refer to step 4.) Properly installed, your MINI WING 105 and MINI BAG should look like Image 3.
 


